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MATERIALS OF CONSTRUCTION

Coil Former Polyamide
Voice Coil Material Aluminium
Diaphragm Material Titanium
Surround / Edge Termination Double Sinusoidal Roll 

Titanium
Magnet Material Ferrite
Connectors 6.3mm Spade
Polarity Positive voltage at red/

positive terminal causes 
positive pressure at 
throat exit

Overall Diameter 4” / 102 mm
Depth 1.97” / 51mm
Weight 3.4 lb / 1.54 kg

Shipping Weight 3.6 lb / 1.64 kg
Packing Carton Dimensions 120 x 120 x 160 mm
Bolt Fixing Hole Dimensions and Qty N/A

MOUNTING / SHIPPING INFORMATION 

Sound Channel / Throat Size 1” / 25.4 mm
Nominal Impedance 8 /16 Ω
Power Handling (Watts AES) 40 W
Average Sensitivity 1W / 1m 105 dB
Usable Frequency Range (kHz) 2 kHz - 16 kHz
Recommended Crossover Frequency  
Filtered at 18dB / octave

3.5 kHz

Effective Diaphragm Diameter 1.75” / 44 mm
Voice Coil Diameter 1.75” / 44 mm
Voice Coil DC Resistance 6.2 / 10.5 Ω
Max Diaphragm Displacement 0.016” / 0.4 mm
Flux Density 1.35 Tesla
Magnet Weight 16 oz / 0.46 kg

ELECTRO ACOUSTIC SPECIFICATIONS  

CD 140H

MATERIALS OF CONSTRUCTION

Coil Former Polyamide
Voice Coil Material Aluminium
Diaphragm Material Titanium
Surround / Edge Termination Double Sinusoidal Roll 

Titanium
Magnet Material Ferrite
Connectors 6.3mm Spade
Polarity Positive voltage at 

red/positive terminal 
causes positive 
pressure at throat exit

Overall Diameter 4” / 102 mm
Depth 1.97” / 51 mm
Weight 3.4 lb / 1.54 kg

Shipping Weight 3.6 lb / 1.64 kg
Packing Carton Dimensions 120 x 120 x 160 mm
Bolt Fixing Hole Dimensions and Qty 3 x M6 on 57.15 mm - 2.25” PCD

MOUNTING / SHIPPING INFORMATION 

Sound Channel / Throat Size 1” / 25.4 mm
Nominal Impedance 8 /16 Ω
Power Handling (Watts AES) 40 W
Average Sensitivity 1W / 1m 105 dB
Usable Frequency Range (kHz) 2 kHz - 16 kHz
Recommended Crossover Frequency  
Filtered at 18dB / octave

3.5 kHz

Effective Diaphragm Diameter 1.75” / 44 mm
Voice Coil Diameter 1.75” / 44 mm
Voice Coil DC Resistance 6.2 / 10.5 Ω
Max Diaphragm Displacement 0.016” / 0.4 mm
Flux Density 1.35 Tesla
Magnet Weight 16 oz / 0.46 kg

ELECTRO ACOUSTIC SPECIFICATIONS  

CD 140

MATERIALS OF CONSTRUCTION

Coil Former Kapton
Voice Coil Material Copper
Diaphragm Material Titanium
Surround / Edge Termination Double Sinusoidal Roll 

Titanium
Magnet Material Ferrite
Connectors 6.3mm Spade
Polarity Positive voltage at red/

positive terminal causes 
positive pressure at 
throat exit

Overall Diameter 3.54” / 90 mm
Depth 1.73” / 44 mm
Weight 2 lb / 0.91 kg

Shipping Weight 2.16 lb / 0.98 kg
Packing Carton Dimensions 100 x 100 x 75mm
Bolt Fixing Hole Dimensions and Qty N/A

MOUNTING / SHIPPING INFORMATION 

Sound Channel / Throat Size 1” / 25.4 mm
Nominal Impedance 8 Ω
Power Handling (Watts AES) 25 W
Average Sensitivity 1W / 1m 104 dB
Usable Frequency Range (kHz) 1.2 kHz - 8 kHz
Recommended Crossover Frequency  
Filtered at 18dB / octave

1.2 kHz

Effective Diaphragm Diameter 1.375” / 34.4 mm
Voice Coil Diameter 1.375” / 34.4mm
Voice Coil DC Resistance N/A
Max Diaphragm Displacement N/A
Flux Density 1.25 Tesla
Magnet Weight 10 oz / 0.28 kg

ELECTRO ACOUSTIC SPECIFICATIONS  

CD 125




